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TOOLS REQUIRED: 

- Multimeter 

- Crimping Plier 

- Crimps, Fuse box pins, large, small & earth lugs 

- Cloth tape 

- Insulation tape 

- Side cutter 

- Screwdriver set 

- Socket set 

- Plastic Panel removing tools 

Average Fitment Time: 45min 

 

PLEASE READ CAREFULLY 

 

Ensure that your workmanship is of the highest professional standard and that you 

do not soil, scratch or damage the vehicle or accessory you are about to fit. 

Ensure that you make provision for a clean area, to place components removed. 

Please note that the power and ignition supply cables mentioned in this bulletin are the 

only source that can be utilised for the installation. 

Under no circumstances are test lights allowed for measuring vehicle electronics 

systems. A multi-meter must be used for all measurements as a test light may 

damage sensitive electronic components in the vehicle. 

Drilling of any form is prohibited, as the vehicle’s anti-corrosion warranty will be 

affected. 

All work carried out must be effected with the ignition key removed from the ignition 

socket.  

The reason for the above is that the key being inserted into the socket, powers certain 

accessories including the stationary air bag deployment mechanism. 
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INSTALLATION PROCEDURE 

 
                                 STEP 1 

 

Park the vehicle in a secure area to work on and ensure it is 

not visible to the public. 

                                 STEP 2 

 

Ensure that both doors can be opened without damage. 

                                 STEP 3 

 

Conduct pre-installation checks and use a seat and sill cover 
where necessary during the installation. 

                                 STEP 4 Turn off ignition and remove the key. 

   

                                  STEP 6 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

THE AUX FUSE BOX LOCATION 

  

 

6.1 The Aux fuse box is located bottom LHS of the cubby       
behind the kick panel on the A pillar. 

 

 

 

Removal of the Glove compartment 

 

 6.2 Open the glove compartment and at an angle of 
approximately 30 degrees gently pull it up towards you, this 
will release the glove compartment out of its two hinges. 
Once removed store in a safe place. 
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STEP 6 

 

 

 

 

REMOVAL OF KICK PANEL 

 

 

 

 

 

6.1 LHS kick panel shown in the illustration. 

 

 

 

 

 

 

 

6.2 To remove the kick panel first remove the sill cover. 

   

 

6.3 Start by unclipping the sill panel from the front. 

 

 

 

 

 

 

 

6.4 Then remove the plastic nut securing the kick panel as 

indicated in the illustration with a 10 socket.  

 

 

 

 

 6.4 Unclip the kick panel from the door post. 
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STEP 7 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

978  WIRING INSTALLATION 
 

 

Auxiliary Fuse box location 
 
 

 

 

7.1 Illustration shows the auxiliary fuse box behind the glove 
compartment. 

 

 

 

 

 

   

 

 

 

7.2 Unit Power is a White/green 3mm wire at the fuse box. 

  

 

 

 

 

 

 

7.3 Unit Ignition is a Blue 2mm wire at the fuse box. 
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STEP 8 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Vehicle Earth Distribution Point  

 

 

 

 

8.1 Use the bolt for the unit earth eye terminal on the A pillar. 

 

 

 

 

 

 

ALTERNATIVE EARTH POINT 

 

8.2 Use the White/black 3mm wire shown in the illustration as 

an alternative earth. 
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STEP 9 

   

 

 

 

 

 
FUEL WIRE IS LOCATED AT THE ECU 

 
 
 
 
 
 
 
9.1 Fuel wire is located at the top ECU plug 

 

 

 

9.2 The fuel wire is in the first plug, second row from the top, 
pin number 14 Black/Orange1mm wire. 

 
 
 
 
 
 
 
 
 
 
 
  Vehicle Wiring:                           Unit Wiring: 

 
 Power – White/Green 3mm          Power – Red 1mm     

 

 Ignition – Blue 2mm                      Ignition – Green 1mm        

 
 Earth – Chassis                             Earth – Black 1mm 
 

 Fuel – Black/Orange1mm 

 
 

PRECAUTION: 

 

Please ensure that the Unit’s wiring is integrated into the 

vehicles existing wiring loom so that your wiring does not 
reveal the unit location. 
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GHOST WIRELESS CUT 

 

Cut the Black/Purple 1mm wire and connect to cut circuit A and the other end to cut circuit B. 
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STEP 10 

 

 

 

 

 
POSSIBLE UNIT LOCATION 

 

 

 

 

10.1 Possible unit Location is on the vent of the LHS dash. 

 

 

 

 

 

 

 

 

 

 

10.2 Using your plastic panel remover remove the vent from the 
bottom. 

 

 

 

 

 

 

 

 

 

 

 

10.3 Illustration shows the Unit on the vent facing the sky. 

 

 

 

PRECAUTION: 
 

Please ensure that the Unit’s wiring is integrated into the 
vehicles existing wiring loom so that your wiring does not 

reveal the unit’s location. 
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PRECAUTION 

Please ensure that all panels that were removed are carefully put back to avoid customer complaints as 

well as maintaining professional guidelines outlined in this document. 

 

 

TEST PROCEDURE 

 

 

• Send the unit a text message “Test XXXXX” where XXXXX is the last five digits of the vehicle VIN. 

If the VIN number is present, the unit will respond to the installer cell phone with the message 

“Test message received, test started. The test can take up to 3 minutes to complete, please be patient. 
Received vehicle VIN: XXXXX” 

• After the test message is received by the unit, the buzzer on the unit will begin sounding every 1 
second for 30 seconds. Toggle the ignition during this time for confirmation that the ignition is correctly 

connected. The buzzer will stop sounding once the ignition is toggled. 

• If the ignition toggle is not seen during this time, the test will fail and the text message will have to be 
resent. 

• The following messages will be received once the test is completed: 

Pass - "Test PASSED. GSM: PASS - Signal Strength: 20. GPRS: PASS. VEHICLE BATTERY: 

PASS. BACKUP BATTERY: PASS. GPS: PASS. IGNITION: PASS. WUWA: learnt in" 

• If the unit fails a test for any message, the installer must attempt to rectify the problem before 
completing the install. 

• The installer will then send the “DONE” message to exit test state of the unit the reply message will 
read” Fitter mode exited. A message has been sent to the control centre. 


